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Certificate of Compliance 
Certificate: 1717515 Master Contract:    231723 

Project: 80241516 Date Issued:  May 02, 2025 

Issued to: Limatherm SA 
ul. Tarnowska 1 

Limanowa, Lesser Poland 34- 

600 

Poland  

 
Attention: Honorata Janik 

The products listed below are eligible to bear the CSA Mark shown 
     

                                                                   

Issued by: 
 

 Rob Oldfield 

 

PRODUCTS 

 
CLASS 4418 02 - OUTLET BOXES AND FITTINGS - Boxes - For Hazardous Location 

 

PART A 

 

Class I, Division 1, Groups A, B, C and D; Class II, Division 1, Groups E, F and G; Class III: 

 
Series XD-I and Series XD-I80 (including XD-I, XD-Iwin, XD-ILwin, XD-IC, XD-ICwin, XD-ICLwin, XD-I80, 

XD-I80win, XD-I80C and XD-I80Cwin) Universal Instrument Housings, Type 4X,  

 

Ambient Temperature  

Material  No window window 

VMQ Rubber -40°C to +100°C -40°C to +85°C 

FKM Rubber -20°C to +200°C -20°C to +85°C 

 

Special Conditions of Use: 

1. For Class I Group A installation, conduit seal is required within 18 inches of enclosure.  

2. For Class I Groups B, C and D installation, Instrument Housings have been evaluated for: 
a. Conduit seal is required within 18 inches of enclosure: When using Incendive Electrical 

Components.  

b. To permit Conduit Seal Not Required: When using Non-Incendive Electrical Components.  

The application of Conduit Seal with 18 inches verses Conduit Seal Not Required: to be 
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determined as part of the end product assembly of electronics with Instrument Housing evaluation 

for the required Certification of the end use equipment assembly. 

3. When using Incendive Electrical Components 

• Caution is: “For Class I Group B, C and D installation, Conduit seal is required within 18 inches 

of enclosure” 

4. When using Non-Incendive Electrical Components 

• Caution is: “For Class I Group B, C and D installation, Conduit Seal Not Required” 

 
Ex db IIC: 
 

Series XD-I and Series XD-I80 (including XD-I, XD-Iwin, XD-ILwin, XD-IC, XD-ICwin, XD-ICLwin, XD-I80, 
XD-I80win, XD-I80C and XD-I80Cwin) Universal Instrument Housings, IP66. 

 

Ambient Temperature  

Material  No window window 

VMQ Rubber -40°C to +100°C -40°C to +85°C 

FKM Rubber -20°C to +200°C -20°C to +85°C 

 

Special Conditions of Use: 

1. Conduit seal is required at the enclosure conduit entries.  

 

PART B 

 
Class I, Division 1, Groups A, B, C and D; Class II, Division 1, Groups E, F and G; Class III: 

 

XD-SIabcd Series Universal Instrument Housings Type 4X. Ambient temperature range for the instrument 

housings is -50°C to +150°C when equipped with blind covers and VQM rubber O-ring, and -20°C to +200°C 

when equipped with blind covers and FKM rubber O-ring. For housings with window covers, ambient 
temperature range is -50°C to +85°C with VQM rubber O-ring, and -20°C to +85°C with FKM rubber O-ring. 

 

Model Code: XD-SIabcd, where:  

a = Instrument cover: blank, win or Lwin. 

b = Material of seal: 4=VMQ rubber or 5=FKM rubber. 
c = Symbol of conduit thread: N2, N3, M2, M24, M25 or PD. 

d = Symbol of process thread: M25, N2, N3, M2, M24, M27 or PD. 

 

Special Conditions of Use: 

1. For Class I Group A installation, conduit seal is required within 18 inches of enclosure.  
2. For Class I Groups B, C and D installation, Instrument Housings have been evaluated for: 

a. Conduit seal is required within 18 inches of enclosure: When using Incendive Electrical 

Components.  

b. To permit Conduit Seal Not Required: When using Non-Incendive Electrical Components.  

The application of Conduit Seal with 18 inches verses Conduit Seal Not Required: to be 

determined as part of the end product assembly of electronics with Instrument Housing evaluation 
for the required Certification of the end use equipment assembly. 
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APPLICABLE REQUIREMENTS 

 

PART A 
 

CAN/CSA C22.2 No. 25-17 
Enclosures for Use in Class II, Division 1, Groups E, F and G Hazardous 

Locations 

CAN/CSA C22.2 No. 30-20 Explosion-Proof Enclosures for Use in Class I Hazardous Locations 

CAN/CSA C22.2 No. 94.2-20 Enclosures for electrical equipment, environmental considerations 

CAN/CSA C22.2 60079-1-16 
Electrical Apparatus for Explosive Gas Atmospheres--Part 1:  Flameproof 

Enclosures “d” 

CAN/CSA C22.2 60079-0-19 
Electrical Apparatus for Explosive Gas Atmospheres--Part 0: General 

Requirements 

CAN/CSA C22.2 No. 60529:16 Degree of Protection Provided by Enclosures (IP Code) 

 
 

PART B 

 

CSA C22.2 No. 25:17 

 
Enclosures for Use in Class II Groups E, F and G Hazardous Locations 

CSA C22.2 No. 30:20  Explosionproof Enclosures For Use In Class I 

CAN/CSA C22.2 No. 94.2-20 Special Purpose Enclosures 

 

MARKINGS 

 
The manufacturer is required to apply the following markings: 

• Products shall be marked with the markings specified by the particular product standard.  

• Products certified for Canada shall have all Caution and Warning markings in both English and French.  
 

Additional bilingual markings not covered by the product standard(s) may be required by the Authorities Having 

Jurisdiction.  It is the responsibility of the manufacturer to provide and apply these additional markings, where 

applicable, in accordance with the requirements of those authorities. 

 
The products listed are eligible to bear the CSA Mark shown with adjacent indicators 'C' and 'US' for Canada and 

US (indicating that products have been manufactured to the requirements of both Canadian and U.S. Standards) or 

with adjacent indicator 'US' for US only or without either indicator for Canada only. 

 

The products listed are eligible to bear the CSA Mark shown without an indicator for Canada only (indicating that 

products have been manufactured to the requirements of Canadian Standards).  
 

Markings information as shown below and appear on a metal nameplate or adhesive aluminum foil which is 

secured to enclosure by screws. Separate labels are required for Division and Zone markings.  

 

The manufacturer’s stainless steel nameplates are mechanically secured to the exterior of the enclosure. The 
product markings displayed below are located in control documents 4-L4111 for US and Canadian. 
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Common CSA Markings for Division and Zone 

• Company ID 

• Model number 

• Hazardous Location designation  

• Ambient temperature range 

 

For Division 

• Hazardous Location designation is: “Class I, Groups ABCD; Class II, Groups EFG; Class III”; 

• Enclosure rating is: “Type 4X”; and 

• Caution is: “FOR CLASS I GROUP A INSTALLATION, CONDUIT SEAL IS REQUIRED WITHIN 18 

INCHES OF ENCLOSURE” or “UN SCELLEMENT DOlT ETRE INSTALLEA MOINS DE 0.5 m DU 

BOITIER” 

 
For Zone 

• Hazardous Location designation is: “Ex db IIC”; 

• Enclosure rating is: “IP 66”; and 

• Caution is: “CONDUIT SEAL IS REQUIRED WITHIN 18 INCHES OF ENCLOSURE” or “UN 

SCELLEMENT DOlT ETRE INSTALLEA MOINS DE 0.5 m DU BOITIER” 
 

Products certified under Class 4418 02 have been certified under CSA’s ISO/IEC 17065 

accreditation with the Standards Council of Canada (SCC). www.scc.ca 

 

 
___________________________________________________________________________________________ 

 

 
 

 

 

 

 

 
 

 

 

  


